
Drying Ironers MCM 250/280/320 Ø 50
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IRONING AND DRYING SOLUTIONS

MCM LINE MCM 250/50 MCM 280/50 MCM 320/50

Plus MCM Line
•	 IM.10 computer touch screen

•	 Auto speed/temperature compensation

•	 Cooldown system

•	 Heat-resistant NOMEX ironing bands

•	 Linen touching the roller 82% of its circumference

•	 Hand-safe bar

Scan for more information

OPTIONAL AND ACCESSORIES

• Motorised linen outlet on both sides (front and back)
• Wire pedal for START/STOP ironing and roller rotation reversal
• Chest in chromed steel
• IoT (wi-fi connection) for remote machine control

Standard version
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Pos. 2 - Steam out (Steam machines only) Ø 1"; Pos. 3 - Air inlet Ø 1"; Pos. 4 - GAS inlet (GAS machines 
only) or Steam inlet (Steam machines only) Ø 1"; Pos. 9 - Motor fan air intake; Pos. 10 - Humid air 
outlet; Pos. 11 - Smoke outlet (GAS machine only); Pos. 12 - Motor fan smoke (GAS machine only); 
Pos. 13 - Main switch; Pos. 14 - Electric power cable input; Pos. 15 - Emergency crank, manual roller 
rotation; Pos. 18 - Emergency button (where present); Pos. 19 - Alarm reset button (where present); 
Pos. 20 - Emergency button (where present).

Allowable pressure 1-12 bar (Steam machines only)

* STANDARD CYCLE (1h): laundry loaded with 50% residual moisture, cotton 180 g/m2, use of 100% of the roller length.
** Request information for packaging in cages or wooden crates.

mm A B C D E F G

MCM 250/50 3413 2508 1747  1686,5 1708  1030 328

MCM 280/50 3610   2717 1747  1686,5 1708  1030 328

MCM 320/50 4027  3135  1747  1686,5 1708  1030 328

100 mm = 3.93 inch. - factor conversion 1 / 25,4
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www.imesa.it IMESA S.p.A. Via degli Olmi, 22 - 31040 Cessalto (Treviso) Italy

TECHNICAL DATA - Standard version MCM 250/50 MCM 280/50 MCM 320/50
• Ironing width 2505 mm (98.6 inch.) 2715 mm (106.9 inch.) 3130 mm (123.4 inch.)
• Roller diameter Ø 502 mm (19,7 inch.) 502 mm (19,7 inch.) 502 mm (19,7 inch.) 
• Rotation speed 1÷10 mt/min 1÷10 mt/min 1÷10 mt/min
• Humid air outlet (pos. 10) and smokes outlet Ø 100 mm (3,9 inch.) 100 mm (3,9 inch.) 100 mm (3,9 inch.)
• Humid air flowrate and fume suction capacity (GAS machines) 350 m³/h 350 m³/h 350 m³/h
• Maximum counterpressure at the humid air exhaust/the smoke exhaust (GAS machines) 15 mt (50 Ft) / 10 mt (33 Ft) 15 mt (50 Ft) / 10 mt (33 Ft) 15 mt (50 Ft) / 10 mt (33 Ft)
• Air sound intensity 55 db (A) 55 db (A) 55 db (A)
• Heating leak 4 % 4 % 4 %
• Roller/fabrics contact surface 84 % 84 % 84 %
• Hourly production* (Electric - GAS - Steam heating) 65 - 62 - 88 kg/h 71 - 70 - 97 kg/h 80 - 80 - 109 kg/h
• Evaporation* (Electric - GAS - Steam heating) 36 - 35 - 49 lt/h 40 - 39 - 49 lt/h 44 - 54 - 49 lt/h
• Hourly steam consumption (900kPa)* (Steam heating) 121 kg/h 136 kg/h 155 kg/h
• Machine dimension: WxDxH (100 mm = 3.93 inch.) 3413x1358x1747 mm 3610x1358x1747 mm 4027x1358x1747 mm
• Net weight 1283 Kg (2828.5 lb) 1371 Kg (3022.5 b) 1522 Kg (3355.4 lb)
• Standard packing dimension: WxDxH (100 mm = 3.93 inch.)** 3420x1100x1868 mm 3622x1100x1868 mm 4040x1100x1868 mm
• Gross weight 1351 Kg (2978.4 lb) 1443 Kg (3181.3 lb) 1598 Kg (3522.9 lb)
• Packaging volume 7 m³ (247.2 ft³) 7,5 m³ (264.8 ft³) 8,3 m³ (293.1 ft³)
• Packed machines in to 20’ container 2 pz. 2 pz. 2 pz.
• Packed machines in to 40’ container 6 pz. 6 pz. 4 pz.

ELECTRIC HEATING DATA
• Electrical total power (std. version - rear exit version) 49,9 kW - 50,4 kW 53,8 kW - 54,3 kW 63,8 kW - 64,3 kW
• Electrical heating power (std. version - rear exit version) 18x2,7=48,6 kW - 48,6 kW 18x2,9=52,2 kW - 52,2 kW 18x3,5=63 kW - 61,2 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 72 / 125 A - 73 / 126 A 78 / 134 A - 78 / 136 A 92 / 160 A - 93 / 161 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 16 / 25 mm2 - 16 / 25 mm2 16 / 35 mm2 - 16 / 35 mm2 25 / 35 mm2 - 16 / 35 mm2

• Electrical energy consumption* (std. version - rear exit version) 38 kWh - 38 kWh 40 kWh - 41 kWh 49 kWh - 49 kWh

GAS HEATING DATA
• Electrical total power (std. version - rear exit version) 1,8 kW - 2,3 kW 1,8 kW - 2,3 kW 1,8 kW - 2,3 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 3 / 4 A - 3 / 6 A 3 / 4 A - 3 / 6 A 3 / 4 A - 3 / 6 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 2,5 mm2 - 2,5 mm2 2,5 mm2 - 2,5 mm2 2,5 mm2 - 2,5 mm2 
• Electrical energy consumption* (std. version - rear exit version) 1,6 kWh - 2,1 kWh 1,6 kWh - 2,1 kWh 1,6 kWh - 2,1 kWh
• Heating power (G20. G30) - (G25) (std. version - rear exit version) 53 Kw - 53 Kw (45.580 Kcal/h) 53 Kw - 53 Kw (45.580 Kcal/h) 53 Kw - 53 Kw (45.580 Kcal/h)

• Hourly consumption (NAT. GAS)* - (GLP)* (std. version - rear exit version) 4,2 m3/h - 2,6 kg/h 4,5 m3/h - 3,7 kg/h 5,4 m3/h - 3,3 kg/h

STEAM HEATING DATA
• Electrical total power (std. version - rear exit version) 1,3 kW - 1,8 kW 1,3 kW - 1,8 kW 1,3 kW - 1,8 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 2 / 3 A - 3 / 4 A 2 / 3 A - 3 / 4 A 2 / 3 A - 3 / 4 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 2,5 mm2 - 2,5 mm2 2,5 mm2 - 2,5 mm2 2,5 mm2 - 2,5 mm2 
• Electrical energy consumption* (std. version - rear exit version) 1,3 kWh - 1,8 kWh 1,3 kWh - 1,8 kWh 1,3 kWh - 1,8 kWh



Drying Ironers MCM 250/280/320 Ø 50

MCM 250/50 MCM 280/50 MCM 320/50

Plus MCM Line
•	 PLC control in folder and feeder version with 128 drafting programmes

•	 Auto speed/temperature compensation

•	 Cooldown system

•	 Heat-resistant NOMEX ironing bands

•	 Linen touching the roller 82% of its circumference

•	 Maximum fabric length for ironers equipped with first fold (EB optional): 350 mm

•	 Hand-safe bar

OPTIONAL AND ACCESSORIES

• Wire pedal for START/STOP ironing and roller rotation reversal
• Chest in chromed steel
• IoT (wi-fi connection) for remote machine control

Version with folder - EA: Longitudinal fold + Motorized frontal and rear linen exit (Front and Back)*

 * Need a compressed air connection

IRONING AND DRYING SOLUTIONS

MCM LINE

Scan for more information
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mm A B C D E F G H I

MCM 250/50 3413 2508 1747  1686,5 1708    1687 328 1030 328

MCM 280/50 3610   2717 1747  1686,5 1708    1687 328 1030 328

MCM 320/50 4027  3135  1747  1686,5 1708    1687 328 1030 328
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Pos. 1 - Humid air; Pos. 2 - Steam out (Steam machines only) Ø 1"; Pos. 3 - Air inlet Ø 1"; Pos. 4 - GAS 
inlet (GAS machines only) or Steam inlet (Steam machines only) Ø 1"; Pos. 5 - First bend pressu-
re adjustment; Pos. 6 - Second bend pressure adjustment; Pos. 7 - Second bend pressure gauge;                        
Pos. 8 - First bend pressure gauge; Pos. 9 - Motor fan air intake; Pos. 10 - Humid air outlet; Pos. 11 
- Smoke outlet (GAS machine only); Pos. 12 - Motor fan smoke (GAS machine only); Pos. 13 - Main 
switch; Pos. 14 - Electric power cable input; Pos. 15 - Emergency crank, manual roller rotation; Pos. 16 
- Front and rear selector (only rear exit machines); Pos. 17 - Exit belts speed adjustment (only rear exit 
machines); Pos. 18 - Emergency button (where present); Pos. 19 - Alarm reset button (where present); 
Pos. 20 - Emergency button (where present).
Allowable pressure 1-12 bar (Steam machines only)
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* STANDARD CYCLE (1h): laundry loaded with 50% residual moisture, cotton 180 g/m2, use of 100% of the roller length.
** Request information for packaging in cages or wooden crates.
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www.imesa.it IMESA S.p.A. Via degli Olmi, 22 - 31040 Cessalto (Treviso) Italy

TECHNICAL DATA - Version with folder MCM 250/50 MCM 280/50 MCM 320/50
• Ironing width 2505 mm (98.6 inch.) 2715 mm (106.9 inch.) 3130 mm (123.4 inch.)
• Ironing width with feeder 1978 mm (77,8 inch.) 2190 mm (86.2 inch.) 2608 mm (102.6 inch.)
• Maximum length of fabrics for first fold 3500 mm (137,7 inch.) 3500 mm (137,7 inch.) 3500 mm (137,7 inch.)
• Roller diameter Ø 502 mm (19,7 inch.) 502 mm (19,7 inch.) 502 mm (19,7 inch.) 
• Rotation speed 1÷10 mt/min 1÷10 mt/min 1÷10 mt/min
• Humid air outlet (pos. 10) and smokes outlet Ø 100 mm (3,9 inch.) 100 mm (3,9 inch.) 100 mm (3,9 inch.)
• Humid air flowrate and fume suction capacity (GAS machines) 350 m³/h 350 m³/h 350 m³/h
• Maximum counterpressure at the humid air exhaust/the smoke exhaust (GAS machines) 15 mt (50 Ft) / 10 mt (33 Ft) 15 mt (50 Ft) / 10 mt (33 Ft) 15 mt (50 Ft) / 10 mt (33 Ft)
• Air sound intensity 55 db (A) 55 db (A) 55 db (A)
• Heating leak 4 % 4 % 4 %
• Roller/fabrics contact surface 84 % 84 % 84 %
• Hourly production* (Electric - GAS - Steam heating) 65 - 62 - 88 kg/h 71 - 70 - 97 kg/h 80 - 80 - 109 kg/h
• Evaporation* (Electric - GAS - Steam heating) 36 - 35 - 49 lt/h 40 - 39 - 49 lt/h 44 - 54 - 49 lt/h
• Hourly steam consumption (900kPa)* (Steam heating) 121 kg/h 136 kg/h 155 kg/h
• Compressed air cosumption 12000 litri/h (min. 6 bar) 12000 litri/h (min. 6 bar) 12000 litri/h (min. 6 bar)
• Machine dimension: WxDxH (100 mm = 3.93 inch.) 3413x1687x1747 mm 3610x1687x1747 mm 4027x1687x1747 mm
• Net weight 1368 Kg (3016 lb) 1650 Kg (3638 lb) /
• Standard packing dimension: WxDxH (100 mm = 3.93 inch.)** 3420x1100x1868 mm 3622x1100x1868 mm 4040x1100x1868 mm
• Gross weight 1440 Kg (3175 lb) 1722 Kg (3796 lb) /
• Packaging volume 7 m³ (247.2 ft³) 8,8 m³ (310.7 ft³) /
• Packed machines in to 20’ container 2 pz. 2 pz. 2 pz.
• Packed machines in to 40’ container 6 pz. 6 pz. 4 pz.

ELECTRIC HEATING DATA
• Electrical total power 50,4 kW 54,3 kW 64,3 kW
• Electrical heating power 18x2,7=48,6 kW 18x2,9=52,2 kW 61,2 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 73 / 126 A 78 / 136 A 93 / 161 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 16 / 25 mm2 16 / 35 mm2 16 / 35 mm2

• Electrical energy consumption* 38 kWh 41 kWh 49 kWh

GAS HEATING DATA
• Electrical total power 2,3 kW 2,3 kW 2,3 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 3 / 6 A 3 / 6 A 3 / 6 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 2,5 mm2 2,5 mm2 2,5 mm2 
• Electrical energy consumption* 2,1 kWh 2,1 kWh 2,1 kWh
• Heating power (G20. G30) - (G25) 53 Kw - 53 Kw (45.580 Kcal/h) 53 Kw - 53 Kw (45.580 Kcal/h) 53 Kw - 53 Kw (45.580 Kcal/h)

• Hourly consumption (NAT. GAS)* - (GLP)* 4,2 m3/h - 2,6 kg/h 4,5 m3/h - 3,7 kg/h 5,4 m3/h - 3,3 kg/h

STEAM HEATING DATA
• Electrical total power 1,8 kW 1,8 kW 1,8 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 3 / 4 A 3 / 4 A 3 / 4 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 2,5 mm2 2,5 mm2 2,5 mm2 
• Electrical energy consumption* 1,8 kWh 1,8 kWh 1,8 kWh



Drying Ironers MCM 250/280/320 Ø 50

MCM 250/50 MCM 280/50 MCM 320/50

Plus MCM Line 
•	 PLC control in folder and feeder version with 128 drafting programmes

•	 Auto speed/temperature compensation

•	 Cooldown system

•	 Heat-resistant NOMEX ironing bands

•	 Linen touching the roller 82% of its circumference

•	 Maximum fabric length for ironers equipped with first fold (EB optional): 350 mm

•	 Hand-safe bar

OPTIONAL AND ACCESSORIES

• Wire pedal for START/STOP ironing and roller rotation reversal
• Chest in chromed steel
• IoT (wi-fi connection) for remote machine control

Version with feeder - EB: Automatic vacuumed linen introduction table + Longitudinal fold + Motorized frontal and rear linen exit*

IRONING AND DRYING SOLUTIONS

MCM LINE

 * Need a compressed air connection
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Scan for more information
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mm A B C D E F G H I

MCM 250/50 3413 2508 1747  1686,5 1708  1655 328 1030 297

MCM 280/50 3610   2717 1747  1686,5 1708  1655 328 1030 297

MCM 320/50 4027  3135  1747  1686,5 1708  1655 328 1030 297
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* STANDARD CYCLE (1h): laundry loaded with 50% residual moisture, cotton 180 g/m2, use of 100% of the roller length.
** Request information for packaging in cages or wooden crates.
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Pos. 1 - Humid air; Pos. 2 - Steam out (Steam machines only) Ø 1"; Pos. 3 - Air inlet Ø 1"; Pos. 4 - GAS 
inlet (GAS machines only) or Steam inlet (Steam machines only) Ø 1"; Pos. 5 - First bend pressu-
re adjustment; Pos. 6 - Second bend pressure adjustment; Pos. 7 - Second bend pressure gauge;                        
Pos. 8 - First bend pressure gauge; Pos. 9 - Motor fan air intake; Pos. 10 - Humid air outlet; Pos. 11 
- Smoke outlet (GAS machine only); Pos. 12 - Motor fan smoke (GAS machine only); Pos. 13 - Main 
switch; Pos. 14 - Electric power cable input; Pos. 15 - Emergency crank, manual roller rotation; Pos. 16 
- Front and rear selector (only rear exit machines); Pos. 17 - Exit belts speed adjustment (only rear exit 
machines); Pos. 18 - Emergency button (where present); Pos. 19 - Alarm reset button (where present); 
Pos. 20 - Emergency button (where present).
Allowable pressure 1-12 bar (Steam machines only)

100 mm = 3.93 inch. - factor conversion 1 / 25,4

www.imesa.it IMESA S.p.A. Via degli Olmi, 22 - 31040 Cessalto (Treviso) Italy

TECHNICAL DATA - Version with feeder MCM 250/50 MCM 280/50 MCM 320/50
• Ironing width 2505 mm (98.6 inch.) 2715 mm (106.9 inch.) 3130 mm (123.4 inch.)
• Ironing width with feeder 1978 mm (77,8 inch.) 2190 mm (86.2 inch.) 2608 mm (102.6 inch.)
• Maximum length of fabrics for first fold 3500 mm (137,7 inch.) 3500 mm (137,7 inch.) 3500 mm (137,7 inch.)
• Roller diameter Ø 502 mm (19,7 inch.) 502 mm (19,7 inch.) 502 mm (19,7 inch.) 
• Rotation speed 1÷10 mt/min 1÷10 mt/min 1÷10 mt/min
• Humid air outlet (pos. 10) and smokes outlet Ø 100 mm (3,9 inch.) 100 mm (3,9 inch.) 100 mm (3,9 inch.)
• Humid air flowrate and fume suction capacity (GAS machines) 350 m³/h 350 m³/h 350 m³/h
• Maximum counterpressure at the humid air exhaust/the smoke exhaust (GAS machines) 15 mt (50 Ft) / 10 mt (33 Ft) 15 mt (50 Ft) / 10 mt (33 Ft) 15 mt (50 Ft) / 10 mt (33 Ft)
• Air sound intensity 55 db (A) 55 db (A) 55 db (A)
• Heating leak 4 % 4 % 4 %
• Roller/fabrics contact surface 84 % 84 % 84 %
• Hourly production* (Electric - GAS - Steam heating) 65 - 62 - 88 kg/h 71 - 70 - 97 kg/h 80 - 80 - 109 kg/h
• Evaporation* (Electric - GAS - Steam heating) 36 - 35 - 49 lt/h 40 - 39 - 49 lt/h 44 - 54 - 49 lt/h
• Hourly steam consumption (900kPa)* (Steam heating) 121 kg/h 136 kg/h 155 kg/h
• Compressed air cosumption 12000 litri/h (min. 6 bar) 12000 litri/h (min. 6 bar) 12000 litri/h (min. 6 bar)
• Machine dimension: WxDxH (100 mm = 3.93 inch.) 3413x1655x1747 mm 3610x1655x1747 mm 4027x1655x1747 mm
• Net weight 1656 Kg (3651 lb) 1730 Kg (3814 lb) 1856 Kg (4092 lb)
• Standard packing dimension: WxDxH (100 mm = 3.93 inch.)** 3420x1300x1868 mm 3622x1300x1868 mm 4040x1300x1868 mm
• Gross weight 1726 Kg (3805 lb) 1804 Kg (3977 lb) 1930 Kg (4255 lb)
• Packaging volume 8,3 m³ (293 ft³) 8,8 m³ (311 ft³) 9,8 m³ (346 ft³)
• Packed machines in to 20’ container 1 pz. 1 pz. 1 pz.
• Packed machines in to 40’ container 3 pz. 3 pz. 2 pz.

ELECTRIC HEATING DATA
• Electrical total power 52 kW 55,6 kW 65,3 kW
• Electrical heating power 18x2,7=48,6 kW 18x2,9=52,2 kW 61,2 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 75 / 130 A 80 / 139 A 94 / 163 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 16 / 25 mm2 16 / 35 mm2 16 / 35 mm2

• Electrical energy consumption* 39 kWh 42 kWh 50 kWh

GAS HEATING DATA
• Electrical total power 3,9 kW 3,9 kW 3,9 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 6 / 10 A 6 / 10 A 6 / 10 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 2,5 mm2 2,5 mm2 2,5 mm2 
• Electrical energy consumption* 3,3 kWh 3,3 kWh 3,3kWh
• Heating power (G20. G30) - (G25) 53 Kw - 53 Kw (45.580 Kcal/h) 53 Kw - 53 Kw (45.580 Kcal/h) 53 Kw - 53 Kw (45.580 Kcal/h)

• Hourly consumption (NAT. GAS)* - (GLP)* 4,2 m3/h - 2,6 kg/h 4,5 m3/h - 3,7 kg/h 5,4 m3/h - 3,3 kg/h

STEAM HEATING DATA
• Electrical total power 3,4 kW 3,4 kW 3,4 kW
• Electrical absorption 3 ph 400V-440V (+N) / 3 ph 220-240V 5 / 8 A 5 / 8 A 5 / 8 A
• Cable section 3 ph 400V-440V (+N) / 3 ph 220-240V 2,5 mm2 2,5 mm2 2,5 mm2 
• Electrical energy consumption* 2,5 kWh 2,5 kWh 2,5 kWh


